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Abstract

Machine learning methods, which can be effective tools for NVH end-of-line testing applications, are typically
data-demanding. Techniques like transfer learning and data augmentation have been proposed to overcome this
need. For effective transfer learning, it is imperative to compare the source and target datasets and assess the
disparity between the two.

In this paper, we study the applicability of Proxy-A-distance for dataset shift detection and quantification. We
use the case-study of booming noise detection in automotive end-of-line quality testing with simulated class
distribution and mixture component shifts for this investigation. The Proxy-A-distance method works with the
help of a domain classifier and emerges as a straightforward and reliable procedure for shift detection. Further-
more, its gradual monotonic rise with increasing dataset divergence makes it suitable for shift quantification.
However, it is important to note that there seems to be a low correlation between Proxy-A-distance and trans-
ferability, which warrants further exploration.

Keywords: Dataset shift, transfer learning, higher order discrepancy measures, proxy-A-distance, booming
noise, end-of-line testing.

1 Introduction

In recent years, machine learning (ML) methods have emerged as powerful tools for various NVH appli-
cations (Noise, Vibration, and Harshness). They can enable efficient and automated analysis of NVH-related
issues. However, their effectiveness in NVH-based automotive testing applications is often limited by the need
for large amounts of data. ML algorithms require a significant amount of data to effectively learn patterns
and make accurate predictions or classifications. In the context of NVH-based end-of-line testing, acquiring a
substantial dataset that accurately represents the real-world scenarios can be a complex and resource-intensive
task. Furthermore, labelling these large datasets is time-consuming due to the subjective aspect of many NVH
issues. The scarcity of labeled data poses a significant obstacle to the successful deployment of ML models.

To mitigate the data scarcity issue, researchers have proposed several strategies, such as transfer learning
and data augmentation. Transfer learning allows the utilization of knowledge learned from a source dataset,
which typically has abundant data, to improve the performance on a target dataset, with limited data. In the
automotive end-of-line testing context, transfer learning can be used to transfer knowledge from an existing
vehicle model to a new vehicle model, from one production unit to another, and so on.

The success of transfer learning depends on multiple factors, primary among which is the similarity between
source and target domains. Understanding the differences in class distributions, input feature representations,
and potential shifts in data characteristics is crucial for successful knowledge transfer. In this paper, we delve
into the study of comparing source and target datasets to assess the disparity between them for effective transfer
learning in NVH-based end-of-line testing applications.



The study analyses the specific case of booming noise classification. Detection of booming noise is crucial
for vehicle manufacturers since it is a significant source of acoustic discomfort in vehicle cabins. We generate
the data needed for this investigation with the help of a vehicle sound synthesis technique where synthetic
booming noise events are added to baseline vehicle sound recordings. Data generation and shift simulation is
further elaborated on in section 3.1. Synthesizing the data gives us the flexibility to generate different sets of
data viz. source and target, and to introduce shifts due to different causes and of varying magnitudes. Shift
due to two causes, mixture component shift and class distribution shift, is simulated. Mixture component
shift is simulated by using two different vehicles as the source and target domains while different severities
of class distribution shift are achieved by using the same vehicle for source and target datasets but changing
the prevalence of booming. Section 3 describes the methodology used. Section 4 discusses the results and
limitations followed by conclusions in section 5.

2 Dataset shift

Dataset shift is a difference in the joint distributions of the source and target datasets [1], [2]. In the context
of transfer learning, the authors in [3] have identified and categorized the use-cases of dataset shift detection
and quantification into three primary families:

* Data selection: To select a source dataset(s) with the best alignment with the target dataset.

* Learning representations: To learn domain-invariant representations of the source and target data through
the process of transfer learning.

* Decisions in the wild: To get an estimate of the pre- and post- transfer learning performance of the
machine learning models on the target domain.

From these applications, we can formulate two necessary conditions for an ideal domain divergence metric.

1. Monotonic increase with discrepancy: The metric should increase gradually and monotonically as the
source and target datasets grow apart.

2. Estimation of transferability: The metric should be correlated to the performance of the target domain on
a machine learning model trained solely on the source domain.

2.1 Types of dataset shifts

Dataset shift can be categorized into four main groups depending on the causal variable, the probability
distributions which remain constant and the probability distributions which change [1]. Let X and Y be the
set of inputs and output of the machine learning model, and Py, and P be the probability distributions
corresponding to the source and the target datasets respectively. A causal model would be represented as X ¥ Y
and an anticausal model would be represented as Y ¥ X. The four types of dataset shift can then be given as
follows [1]:

* Covariate shift: Covariate shift, applicable only to X ¥ Y scenarios, is defined as the situation where
PSOMVCE(X) & Ptargel (x) bl/tt Psource (ij) = Ptarget ()/J‘x)

* Prior probability shift: Prior probability shift, applicable only to ¥ ¥ X scenarios, is defined as the
situation where Pyoyrce (V) & Prarger (7)) but  Prource (Xiy) = Prarger (xjy)

* Concept shift: In X ¥ Y scenarios, concept shift is said to occur when Pypyrce (VjX) & Prarger (Vjx) but
Psource(x) = Piarger(x). While in Y ¥ X scenarios, concept shift is said to occur when

Psource(xjy) & Ptarget (ij) but Psource(Y) = Plarget (y)

 Other types of shifts: All other varieties of dataset shifts which cannot be classified into the three groups
above are assigned to the last category. This would include scenarios where both the conditional and
marginal distributions vary from the source to the target domain making this the most difficult category.



2.2 Measures of dataset shift

We refer to [3], for categorization of domain divergence measures. They classify the measures into three
groups:

* Geometric measures: These measures calculate the divergence between the two datasets as a distance
between the input features (X), in a metric space. Some examples of geometric measures are Manhattan
distance, Euclidean distance, Cosine distance (1-Cosine).

* Information theoretic measures: Methods which attempt to measure the distance between the probability
density functions of the two datasets fall under this category. f-divergences (e.g. KL and JS divergence),
a-divergences (e.g. Renyi divergence), Wasserstein distance and the Bhattacharya coefficient are all
information theoretic measures.

* Higher order measures: These measures measure the divergence between the datasets in a projected
space after having matched their higher order moments. Maximum mean discrepancy, CORAL, CMD,
proxy-A-distance and KL-divergence fall in this category.

3 Methodology

3.1 Data generation

The data is created using a Virtual Sound Synthesis tool based on [4] and [5]. The tool uses data from
healthy vehicle recordings and knowledge of the fault to generate new sounds. More details can be found
in [6]. This method lets us create a diverse and large dataset to simulate real life conditions of a fleet of
machines/vehicles. We start by creating a pool of 5000 faulty (booming) + 5000 healthy (non-booming) sounds
for two vehicles. The source and target datasets are made by drawing sound samples from this pool as per
requirement. The source dataset is made up entirely from one vehicle (referred to as the ‘Primary car’) while
the target dataset contains some percentage of data from the other vehicle too (referred to as the ‘Contaminant
car’). All sampling is done without replacement to avoid data leakage. The process of forming the target dataset
is subject to the dataset shift to be inserted and is explained in subsection 3.1.1.

Three booming related profiles: order 2, time varying loudness, and time varying sharpness tracked with
the engine rotational speed, are extracted from the sounds to form the inputs to the machine learning models.
The preprocessing steps are elaborated on in appendix A.

3.1.1 Dataset shift simulation

In practice, it might be difficult to determine the type of shift present in the data. However the causes of
shift might be easily ascertainable. In this study, we simulate dataset shift not of a specific type but due to a
specific cause.

In [2], the author details practical causes of dataset shift and their effect on the probability distributions.
In the current work we focus on two of these viz., class distribution shift and mixture component shift. As
mentioned earlier, the source dataset consists of samples drawn solely from the primary car, with a balanced
distribution of healthy and faulty samples (50% healthy and 50% booming). The target dataset is sampled in an
explicit manner to introduce dataset shift due to the two causes:

¢ Class distribution shift (Imbalanced data): Imbalanced data is the shift caused due to a difference in the
proportion of different fault classes in the source and target datasets [2]. Here we simulate the dataset
shift due to a change in class distribution by deliberate alteration of the ratio of healthy to faulty sound
samples. The percentage of faulty samples in the target dataset is gradually varied from O to 100 in
intervals of 10.

* Mixture component shift: If the global distribution (from which the source and target sets are drawn)
is made up of data from different sub-populations with varying characteristics, the differences in the
proportions of these sub-populations in the source and target sets leads to a dataset shift called the mixture
component shift [2]. It is important to note that this difference is not due to the sampling process but due



to change in the underlying causes. We simulate mixture component shift by contaminating the target
dataset with sound samples from another vehicle (Contaminant car). Similar to class distribution shift,
the contamination percentage is also varied from O to 100 in intervals of 10.

3.2 Proxy-A-distance

The proxy-A-distance (PAD) has its roots in the quest for estimation of target domain performance bounds.
In [7] and [8], the authors postulate that the target domain error can be bounded by knowing the source domain
error, the divergence between the source and target domains (difference in marginal distributions) and the
difference between the true labelling functions of the source and target domains (difference in conditional
distributions). The domain divergence can be measured using L1 or variational distance. However, since
it is not feasible to calculate the variational distance from finite samples, domain divergence can instead be
estimated via the A-distance [9], [7]. They further show that the A-distance can be approximated from the error
of a domain classifier leading to the metric called ‘Proxy-A-distance’ (PAD). A classifier is trained to separate
the source and target domains (the domain classifier). PAD is calculated from the classifier error as follows
[10]:

PAD=2 (1 2 e) (D

where € is the domain classifier error.

The PAD thus has a linear relation with the accuracy of a domain classifier. For a properly trained classifier,
a PAD of 0 signifies negligible distance between the source and target domains. It corresponds to a classifier
accuracy of 50%, which means that the domain classifier is unable to separate the source and target domains.
A PAD value of 2 on the other hand shows that the classifier is able to distinguish between the two domains as
the classifier reaches a 100% accuracy (e = 0).

3.3 Hypothesis testing

In order to evaluate if the source and target datasets are significantly different, we formulate the following
null hypothesis (Hy): ‘there is no statistical difference between the source and target datasets’ (the distance
between the source and target dataset is not significantly more than the distance between the source dataset and
itself).

Hy:d(SDT) d(S)S)=0 (2)

The alternative hypothesis (H4) would then be: ‘the source and target datasets are significantly different’
(the distance between the source and target datasets is higher than the distance between the source dataset and
itself).

Hy:d(SDT) d(SD S)>0 3)

Here, d(A D) B) represents the measured distance between sets A and B.
We use a right-tailed hypothesis test with an a of 0.01. The null hypothesis is rejected if p  value < a.

3.4 Experiments

The methodology is summarized in figure 1. We start by sampling the source and target datasets. A
Support Vector Machine (SVM) [11] with linear kernel and random initial seed is used as a domain classifier
to differentiate between the two datasets. The classifier error is used to calculate PAD. This process is repeated
10 times with randomly drawn data samples for the hypothesis testing. The result of this test is the rejection or
non-rejection of the null hypothesis (Equation 2).

Table 1 shows the number of samples used for training and testing. The two shifts were executed simulta-
neously giving us 11x11 target datasets. The design matrix is shown in table 2.

We form 6 test cases by choosing one of the three vehicles, Ford Mondeo, Ford Focus and Opel Vectra, as
a primary car and another one as a contaminant car.
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Figure 1: Methodology (The superscripts, 1 & 2, represent disjoint sets drawn from the source domain)
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Table 1: Number of samples in training and testing sets of the source and target datasets

Domain | Set | Dataset size
Source Train 1000
Test 1000
Target Train 1000
Test 1000

4 Results and discussion

Figures 2a and 2b show the variation of PAD with different levels of solely class distribution shift and
mixture component shift respectively. We can see that as the class distribution gradually diverges from the
balanced setting of the source dataset (50% healthy and 50% faulty), PAD distance gradually increases c.f.
figure 2a . Similarly, as the contamination due to car 2 in the target dataset increases (source dataset has 0%
contamination), so does PAD c.f. figure 2b. A special case of this shift is observed on the rightmost side of
figure 2b, when the entire source and target datasets are sampled from two different cars. Here the PAD metric
is the highest.
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Figure 2: Variation of proxy-A-distance with the class distribution shift and mixture component shift

With the simultaneous introduction of the two different shifts, the variation of PAD can be observed in a
matrix plot as shown in 3. Each cell corresponds to a target dataset with the level of shift indicated by the two
axes. The values in the box correspond to the average PAD between that particular target dataset and the source
dataset. The cell colours correspond to the significance of the test. The blue colour of the cells represents
rejection of the null hypothesis thus indicating the success of the PAD metric in detecting dataset shift. The red
colour, on the other hand, indicates a non-rejection of the null-hypothesis with p  value a.

We assess the monotonicity of PAD using contour plots. As the datasets grow gradually more different, a
good metric is expected to give gradually increasing values of discrepancy/distance. The PAD metric fulfills
this criterion as can be seen in figure 4. Similar to the matrix plot in figure 3, blue points represent rejection of



Table 2: Design of experiments: Target dataset formation (Each cell in the table represents a unique target
dataset configuration formed with the given percentage of faulty and contaminant car samples.)

% Contaminant car
% Fault
0 10 20 30 40 50 60 70 80 90 100
0 0 0 0 0 0 0 0 0 0 0
0 10 20 30 40 50 60 70 80 90 100
10 10 10 10 10 10 10 10 10 10 10
0 10 20 30 40 50 60 70 80 90 100
20 20 20 20 20 20 20 20 20 20 20
0 10 20 30 40 50 60 70 80 90 100
30 30 30 30 30 30 30 30 30 30 30
0 10 20 30 40 50 60 70 80 90 100
40 40 40 40 40 40 40 40 40 40 40
0 10 20 30 40 50 60 70 30 90 100
50 50 50 50 50 50 50 50 50 50 50
0 10 20 30 40 50 60 70 30 90 100
60 60 60 60 60 60 60 60 60 60 60
0 10 20 30 40 50 60 70 80 90 100
70 70 70 70 70 70 70 70 70 70 70
0 10 20 30 40 50 60 70 80 90 100
80 80 80 80 80 80 80 80 80 80 80
0 10 20 30 40 50 60 70 80 90 100
90 90 90 90 90 90 90 90 90 90 90
0 10 20 30 40 50 60 70 80 90 100
100 100 100 100 100 100 100 100 100 100 100

the null hypothesis while red points represent non-rejection of the null hypothesis. The vertical axis corresponds
to the average PAD between a particular target dataset and the source dataset. The colourbar also corresponds
to the PAD value.
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Figure 3: Variation of proxy-A-distance with combined class distribution shift and mixture component shift

Figure 4: Variation of proxy-A-distance with combined class distribution shift and mixture component shift






